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INVENTORY MANAGEMENT

HDM eco DEF & 80 DIESEL
AUTOMATED DISPENSING STATIONS

Pump inside

Oval gear meter with pulse out

Two-line illuminated LCD display

Tracks 2000 drivers/2000 vehicls

Management system backup: 10,000 transactions

Secured groups include driver ID, vehicle ID, and odometer

Power:                                                                110/60 V/Hz

Dimensions (W x D x H):                                     16” x 11” 56”

TURNKEY DISPENSERS WITH FLUID MANAGEMENT SYSTEMS

TECHNICAL SPECIFICATIONS & FEATURES

BOTH DISPENSERS FEATURE:

US110700900 HDM eco DEF - USB UNIT

Used with Diesel Exhaust Fluid (DEF)

Hornet W85 hybrid pump included

Accuracy:                                                                             0.5%

Flow rate (at nozzle):                                                      10 gpm

TECHNICAL SPECIFICATIONS & FEATURES

PART # DESCRIPTION

HDM eco DEF DISPENSER

Suction lift:                                                                         13 ft.

Inlet:                                                                           3/4” FNPT

Discharge hose:                                            3/4” diameter x 13’

Weight:                                                                            97 lbs.

US233400032 LAN UPGRADE

US233400035 WIFI UPGRADE

US233400036 MYTECALEMIT UPGRADE

Used with diesel fuel

Hornet W80 rotary vane pump included

Flow rate (at nozzle):                                                      22 gpm

TECHNICAL SPECIFICATIONS & FEATURES

HDM eco 80 DIESEL DISPENSER

Suction lift:                                                                           8 ft.

Inlet:                                                                           11/4” FNPT

Discharge hose:                                                1” diameter x 13’

Weight:                                                                          121 lbs. Key Fobs can be programmed 
for driver and vehicle. Key Fob 
reader makes programming 
easier and faster, at your 
computer.

CLICK HERE to 
apply for online
Installer Training

US110700880 HDM eco 80 - USB UNIT

US110700850 HDM eco 80 - BASIC - NO PUMP

Tank level capability with Tecalemit probes

BOTTOM ANCHORING PLATE

12.5”

3” 2.5”

7
”

3
”

10.5”

3.5”

https://www.tecalemitusa.com/
mailto:sales%40tecalemitusa.com?subject=
https://www.tecalemitusa.com/training/
https://www.tecalemitusa.com/training/

